
Thermo Scientific 
GENESYS 30 Visible Spectrophotometer

Legendary Reliability 
Unrivaled Usability 
Colorimetry Workhorse, Lab Ready, Simple Controls



The Thermo Scientific™ GENESYS™ 30 is the most  

thoughtfully designed spectrophotometer available  

today. Its high resolution color display, large sample  

compartment, and data export options meet modern expectations for students, educators and lab technicians. The GENESYS 30  

blends the simplicity to satisfy novice students with the capabilities that labs need for accurate quantitative analysis. 

System Benefits:

•	 Large sample compartment with front access  
	 simplifies sample handling

•	 High resolution color display

•	 Outstanding durability in challenging  
	 environments thanks to: 
	 •  Waterproof screen
	 •  Sealed, rubberized keypad
	 •  Removable, washable sample compartment
	 •  Sloping surfaces that shed spills
	 •  Chemical resistant PC-ABS covers

•	 3A linear measurement range for concentrated  
	 solutions 

•	 Multi-point quant offers higher measurement  
	 confidence 

•	 Traditional monochromator paired with advanced  
	 electronics delivers outstanding stability 

•	 Scan mode for spectral analysis and interpretation

•	 Data any way you want it - excellent snap-on  
	 thermal printer or USB data export 

•	 Expanded capabilities with optional VISIONlite software 

•      2-year warranty 

Designed for
Users, Designed for

Results

Optional Test Tube Accessory



Live Display and Concentration Mode 
Replicate the familiar display of absorbance or transmittance, and single standard  
concentration measurements of prior generation instruments in the GENESYS 30  
Live Display mode. All your parameters are set and kept in view on a single  
screen as the calculated concentration updates every two seconds. 

Fixed Mode 

Apply a factor to an absorbance measurement at one wavelength, or measure at  
two wavelengths with two factors and perform addition, subtraction or division of  
the values. Display results for up ten samples then print, save or clear your data  
before going on to the next sample series. 

Go negative! 
Some methods call for blanking the instrument on a  
dark standard and reading absorbance in the negative  
range. Most single beam instruments cannot measure  
below -0.3A. GENESYS 30 uses advanced signal  
processing to deliver stable, reliable results down  
to -3A.  

Quantitative Analysis with up to Six Standards 
Go beyond the basic spectrophotometer by recording and storing up to six standards  
to calibrate your method. Choose a linear fit with an intercept or forced through zero.  
Name and save your method on the instrument or back it up to a USB memory device.   
All data are recorded with an index number (S1 – S10) and a time stamp. The result  
table accommodates up to ten samples for you to print or save before going on to the  
next sample series or analysis. 

Modern Power  
meets Traditional Simplicity


